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Guide to installing the PowerShades Demo Basic Control RF PoE CP3 v1.0 
 
1. Software installation 
 
Install the following pieces of software 

i. Crestron Database 
ii. Device Database 
iii. Simpl Plus Cross Compiler 
iv. Simpl Windows 
v. Crestron SmartGraphics 
vi. Crestron Vtpro‐e  
vii. Crestron Toolbox 

 
The software should be installed in the order listed. Crestron Database and Device Database is a pre‐
requisite for all other software. 
 
2. Download the Crestron module/driver: 
 
http://eixc.com/powershades/PowerShades_Demo_Basic_Control_RF_PoE_CP3_v1.0.zip 
 
3. Setup the Crestron Processor’s IP address using Crestron Toolbox.  
 

a. Start Crestron Toolbox (as Administrator), select do not simplify toolbox.  
b. Go to Tools, Manage Quick Functions: 

 
Select: 
- SIMPL Program… 
- Project …  
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- IP Table Setup 

 
 
- Ethernet Addressing 

 
 

c. Open the Text Console: 

 
 

d. Open the address book: 
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e. Select USB, click OK (after you have powered up the Crestron processor and connected a USB cable 

from your PC to the processor). After you click ok, you should see a reply like this “CP3>”. Now click 
on the “lightning” button, and select Ethernet Addressing: 

 
 
Setup the IP Address as per your requirements. The XPanel is currently setup based on the 
assumption that the Crestron processor’s IP Address is 10.1.207.199. 
 
Once the IP Address is set up, you should be able to ping the Crestron processor from your PC. 

 
4. Send the program to the Crestron Processor: 

 
 
Select the file “PowerShades Demo Basic Control RF PoE CP3 v1.0.lpz” and click “Send”. If asked if you want 
to replace the IP Table, select yes. This program assumes the blind controllers are on 10.1.207.200 – 202.   
 
5. Compile the XPanel:  
 Open the touchpanel project “PowerShades Demo Basic Control RF PoE XPanel v1.0.vtp”. After the file 
opens, click F12 to compile the project.  
 
A folder will be created “PowerShades Demo Basic Control RF PoE XPanel v1.0.c3prj”. Run the 
“PowerShades Demo Basic Control RF PoE XPanel v1.0.c3p” 
  


